Control Valve

NPT

Model CFA

Sizes 2-1/2" & 3"/ 65 mm & 80 mm

Materials (Angled Body)

Danfoss Flomatic
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Item # Qty Description Material ASTM |Item # Qty Description Material ASTM
1 1 Body (W/ Tag & Plug) Ductile Iron A-536 9 2 Jam Nut Stainless Steel 18-8
2 1 Cover Ductile Iron A-536 10 1 Spring Stainless Steel 302
3 8 Cover Bolt Stainless Steel 11 1 Spool* Unleaded Bronze*| C89833
3B 8 Cover Washer Stainless Steel 12 1 Spool O'Ring (Stem O'Ring)*| Buna-n** | ——eeee-
3C | 8 Cover Nut Stainless Steel 13 1 Spool Seal (Seat Seal)** Buna-n**
4 1 Cover Bushing* Bronze* B140-83( 14 1 Seat Plate* Unleaded Bronze*| C89833
5 1 Diaphragm Plate* Unleaded Bronze*| C89833 [ 15 1 Seat Ring* Unleaded Bronze*| C89833
6 1 Diaphragm Nitrile/Nylon | ——- 16 1 Seat O'Ring** Buna-n®* | ——
8 1 Stem Stainless Steel 304 *OPTIONAL 316 STAINLESS STEEL AVAILABLE
*OPTIONAL VITON AVAILABLE
Dimensions
Size BB E F Weight
inch mm Part# inch | mm | inch | mm | inch| mm NPT Ibs kg
2-1/2| 65 |8475305|8-7/32 209 | 5-1/2| 140 |3-1/2| 89 |2-1/2] 30 | 14
3 | 80 |8475306(8-7/32 209 |5-1/2| 140 |3-1/2| 89 3 30 | 14

Danfoss Flomatic can accept no responsibility for possible errors in catalogues, brochures and other printed material. Danfoss Flomatic reserves the right to alter
its products without notices. This also applies to product already agreed. All trademarks in this material are property of the respective companies.
Danfoss and the logotype are trademarks of Danfoss A/S. Al right reserved.
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	CFA 2-1/2" & 3" NPT
	CFA 2-1/2" & 3" 150#
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	CF 4" 300#
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