Control Valve

Head Loss Chart

Model C FLDMATIC

Size: 1%4" thru 8" / 40mm thru 200mm
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6.00
5.00

4.00

3.00

2.00

1.00
0.90

0.80
0.70

0.60
0.50

0.40

0.30

0.20

0.10

174" & 17"

/[ |/

2"

22" & 3"

/

Flomatic Corporation

4" 5"& 6" 8"

/ {

/)

/

/ /

/

/ / / /
/ / / / /
o o o o o O OO00Oo o o o o O OO0OO0Oo o o
— N (92 < n O ~NOOoOoO o o o O O OO0O0oo o o
— I ™ < ©® O KR0S S =
FLOW (GPM)

Size

11/4"

1‘y2"

2"

2‘y2ll

3"

4"

5"

6"

8"

Cv

29

29

48

110

110

205

462

462

980

NOTE: A flow velocity range or 2-10 feet per second, shown in blue is the recommended

range for typical valve sizing. A larger valve should be considered if the operating velocity

exceeds this range, and a smaller valve should be considered if the operation velocity falls below it.
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Control Valve

Head Loss Chart

Model ¢ FLDMATIC

Size: 10" thru 30" / 250mm thru 900mm

HEAD LOSS (PSI)
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NOTE: A flow velocity range or 2-10 feet per second, shown in blue is the recommended

range for typical valve sizing. A larger valve should be considered if the operating velocity

exceeds this range, and a smaller valve should be considered if the operation velocity falls below it.
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