Flow Control Valve Flo-Trol®

Model CD900 FI SSMATIC

Sizes 1/2" / 15 mm

Materials

Flomatic Corporation

Max Temp 180°F (82°C)
Max Pressure 125psi (8.6 bar)

Item #| Qty Description Material ASTM
1 1 Body Stainless Steel 304
2 1 Orifice Buna-N NSF 61
Dimensions (Female x Male NPT)
ANSI B1.20.1
Size partst | FlOW oA B INLET|ouTLET| _ Weight
inch [ mm gpm inch | mm | inch | mm FNPT (MNPT Ibs kg
12 | 15 | CDS1.0| 1.0 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS15( 15 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS2.0 | 20 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS25 | 25 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS3.0 | 3.0 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS35| 3.5 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS4.0 | 4.0 1 25 (163 41|12 (12| .22 | .10
12 | 15 | CDS45 | 45 1 25 (163 41|12 |12 | .22 | .10
12 | 15 | CDS5.0( 5.0 1 25 (163 41|12 |12 | .22 | .10
12 | 15 | CDS6.0 [ 6.0 1 25 (163 41|12 (12| .22 | .10

Flow gpm is +/- 15%
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