Eccentric Plug Valve

Flo-E-Centric®

Model 54-3 F| M ATIC

Sizes 14" thru 24"/ 350mm thru 600mm
Gear Box - 2" Perpendicular Operating Nut

Materials

Flomatic Corporation

SEAT DETAIL
Ni WELDED SEAT

Max Temp 180°F (82°C)
Max Pressure 200psi (14bar)

Item #| Qty Material ASTM Item #| Qty | Description Material ASTM
1 1 [Body Ductile Iron A536 (65-45-12) 11 2 |Bolt Carbon Steel A307B
2 2 [Bushing Stainless Steel 316 12 1 |Bushing Carbon Steel 1450
3 2 |Washer Copper C12700 13 | A/R |Bolt Carbon Steel A307B
4 1 [Plug Ductile Iron/EPDM| A536 (65-45-12)| 14 | A/R |Bolt Carbon Steel A307B
5 1 |[Cover Ductile Iron A536 (65-45-12)| 15 | A/R |Washer Carbon Steel A570
6 1 [O-Ring NBR |- 16 4 |V-Packing NBR |
7 1 |Key Carbon Steel 1450 17 1 |Pad Brass C2800
8 1 |Shelf Ductile Iron A536 (65-45-12)| 18 1 [Gland Carbon Steel 1450
9 1 [Extended Shaft Carbon Steel 1450 19 1 |Gear Box Ductile Iron A536 (65-45-12)
10 2 |Key Carbon Steel 1450
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Eccentric Plug Valve Flo-E-Centric® Model 54-3 FL%MAT'C@

Sizes 14" thru 24"/ 350mm thru 600mm Flomatic Corporation
Gear Box - 2" Perpendicular Operating Nut

Dimensions (Mechanical Joint ANSI/AWWA C111/A21.11 flanges)

Valve Size A B C D Gearbox Weight
Part # Ratio
inch | mm inch | mm | inch [ mm | inch | mm inch [ mm Ibs kg

14 | 350 |5430000148 | 24.50| 622 |21.10| 536 | 6.46 | 164 [15.35| 390 | 320:1 | 581 | 264
16 | 400 |5430000168 | 27.25| 692 | 22.76| 578 | 6.46 | 164 [15.35( 390 | 320:1 |1082| 491
18 | 450 |5430000188 | 29.25| 743 |24.00| 609 | 6.46 | 164 [15.35| 390 | 320:1 |1300| 590
20 | 500 |5430000208(31.00| 787 |28.31| 719 | 7.20 | 183 | 21.30( 541 | 330:1 [1828| 829
24 | 600 |5430000248|42.00|1067|28.62| 727 | 7.20 | 183 | 21.30| 541 | 798:1 (22711030
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