Foot Valve
Sizes 3" Thru 12" / 75 mm Thru 300 mm

Model 245 FLMATIC

Flomatic Corporation
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Open Area: 50-60%
Max Temp 140°F (60°C)
Max Pressure 250psi (18bar)

Item #| Qty Description Material ASTM Item #| Qty Description Material ASTM
1 1 Body (Epoxy Coated) [ Ductile Iron 65-45-12 6 2 Plug Stainless Steel 304
2 1 Cover (Epoxy Coated) | Ductile Iron 65-45-12 7 1 Gasket Vellumoid | ——mmememme-
3 1 Disc* Buna w/Didisc) | EP5360 8 4 Stud/Nut Stainless Steel 304
4 1 Gasket Buna | - 9 1 Strainer Assembly Stainless Steel 316
5 A/R | Cover Bolt / Washer Stainless Steel 304 * Optional EPDM or Viton Coated Steel
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Foot Valve Model 245 F| 2 YMATIC’

Sizes 3" Thru 12" / 75 mm Thru 300 mm Flomatic Corporation

#

|Pb

Lead-Free

Dimensions (150# ANSI B16.1 Flanges)

Size A B (o4 D Weight
Part #
inch | mm inch | mm [inch | mm |inch [ mm | inch | mm | Ibs kg
3 | 80 | 2382F | 9.50 | 241 | 8.00 [ 203 | 7.50 [ 191 3 80 | 40 18
4 1100 | 2383F [11.50| 292 | 9.30 | 236 | 9.00 | 229 3 80 47 21
6 | 150 | 2385F |15.00| 381 |11.80| 300 |11.00| 279 6 150 | 94 43
8 | 200 | 2386F |19.50| 495 [15.00( 381 |13.50| 343 | 8 | 200 | 148 | 67
10 | 250 | 2387F |24.50| 622 |17.84| 453 |16.00| 406 | 10 | 250 | 243 | 112

12 | 300 | 2388F |27.50( 699 |21.00{ 533 |19.00 483 | 12 | 300 | 364 | 165
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