






A  
NOMINAL SIZE PART # *AIS C  

MAX WIDTH
D  

LENGTH
E BALL  

DIAMETER
BOLT CIRCLE 

DIAMETER
BOLT HOLE 
DIAMETER

NUMBER 
OF BOLTS

WGT. 
(Lbs.)

3” 2144-2 10 1/4” 9 1/2” 3 15/16” 6” 3/4” 4 45

3” 3144 10 1/4” 9 1/2” 3 15/16” 6” 3/4” 4 45

4” 2145-2 11 3/4” 11 1/2” 4 23/32” 7 1/2” 3/4” 8 72

4” 3145 11 3/4” 11 1/2” 4 23/32” 7 1/2” 3/4” 8 72

5”** 2143** 13 1/8” 13 25/32” 6 1/64” 8 1/2” 7/8” 8 85

6” 3146 14 7/32” 14” 7 1/4” 9 1/2” 7/8” 8 132

8” 3147 19 7/8” 19 1/2” 9 21/32” 11 3/4” 7/8” 8 218

10” 3148 22 59/64” 23 5/8” 11 13/16” 14 1/4” 1” 12 272

12” 3149 28 25/64” 27 35/64” 14 13/32” 17” 1” 12 541

14”** 2150** 32 9/32” 34 29/64” 16 35/64” 18 3/4” 1 1/8” 12 790

MODELS  408, 4082 & 4082S6
A favorite and proven valve model in the wastewater industry for decades. The 
408 and 4082 features a clean-out port permitting access to the inside of the 
valve without removal from the pipe line. Model 4082  includes body bosses to 
accommodate additional components. ANSI 150 flanged connections.  
Meets AWWA C508 Lay Lenghts.

Model 4082S6 is an all 316 Stainless steel body and access port, ANSI class 150 
flanged connection. NITRILE (Buna-N) covered metal sinking ball and stainless steel 
fasteners. Meets AWWA C508 Lay Lenghts. Includes body bosses to accommodate 
additional components.

MODEL 408 *MODEL 4082 *MODEL 4082S6
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TEMP MAX: 1800F (800C) PRESSURE MAX: 150 PSI

TEMP MAX: 1800F (800C) PRESSURE MAX: 150 PSI SIZES: 4”   
Other sizes available on request   

*  FULL COMPLIANCE WITH THE  
    AMERICAN IRON & STEEL (AIS) PROVISIONS  
    FOR AFFECTED FEDERAL/STATE REVOLVING  
    FUND PROJECTS. CONSULT FACTORY.
**  CAST IRON BODY 125 CLASS

SIZES: 3” - 14”   

DIMENSIONS
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ITEM QTY
DESCRIPTION MATERIAL ASTM#

408 4082 4082S6 408 4082 4082S6 408 4082 4082S6

1 1 Body
(Epoxy Coated)

Body
(Epoxy Coated)

Body 
(Stainless Steel)

Cast
Iron

Ductile
Iron

Stainless
Steel A48 65-45-12 316

2 1 Cover
(Epoxy Coated)

Cover
(Epoxy Coated)

Cover
(Stainless Steel)

Cast
Iron

Ductile
Iron

Stainless
Steel A48 65-45-12 316

3 1 O’Ring Buna-N ---

4 1 Ball Buna-N/Metal Ball ---

5 1 Bolt Stainless Steel 18-8 316

6 2 Nut Stainless Steel 18-8 316

FOR REFERENCE USE ONLY, SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE
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FOR REFERENCE USE ONLY, SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

MODELS 208, 208B & 208T
Model 208 Epoxy coated Cast Iron body, features a NITRILE  (Buna-N) “Sinking 
Ball” and E-Z access port for cleaning or backflush.  

Vacuum relief feature to reduce water hammer and noise in pipe lines available.  

* Model 208B has optional bosses for rail mounting systems. 

Model 208T has a corrosion resistant PVC body, a threaded female x female 
NPT connection, and a Nitrile (Buna-N) Ball. It is also available with a PVC socket 
weld Model 208S. 
 

FOR REFERENCE USE ONLY, SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

MODEL 208 MODEL 208B *MODEL 208T

TEMP MAX: 1800F (800C) PRESSURE MAX: 150 PSI SIZES: 1 1/4”, 1 1/2”, 2”   

TEMP MAX: 1500F (650C) PRESSURE MAX: 100 PSI SIZES: 1”, 1 1/4”, 1 1/2”, 2”   

SIZE (in.) PART # A MAXIMUM WIDTH B MAXIMUM BALL DIAMETER WGT. (Lbs.)

1 1/4” 2141 4  33/64” 5 1/16” 1 5/8”” 4.5

1 1/2” 2142-0 6 3/16” 6 3/4” 2 1/2” 9.5

2” 2142 6 3/16” 6 3/4” 2 1/2” 9

ITEM QTY. DESCRIPTION MATERIAL ASTM#

1 1 Valve Body (Epoxy Coated) Cast Iron A126 Class B

2 1 Ball (Sinking) Buna-N - - - - - -

3 1 Cap Cast Iron A126 Class B

4 1 O-Ring Buna-N - - - - - -

“A“ - Size PART # A  
MAXIMUM WIDTH

B  
MAXIMUM

BALL  
DIAMETER WGT. (Lbs.)

1” - NPT 2131T 6 27/32” 4 1/2” 1 1/2” 1.0

1” - Socket 2131S 6 25/32” 4 1/2” 1 1/2” 1.0

1 1/4” - NPT 2132T 5 21/32” 4 1/2” 1 1/2” 1.0

1 1/4” - Socket 2132S 5 5/8” 4 1/2” 1 1/2” 1.0

1 1/2” - NPT 2133T 8 13/64” 6 11/32” 2 1/2” 1.5

1 1/2” - Socket 2133S 8 13/64” 6 11/32” 2 1/2” 1.5

2” - NPT 2134T 7 1/16” 6 11/32” 2 1/2” 1.5

2” - Socket 2134S 7 1/16” 6 11/32” 2 1/2” 1.5
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DIMENSIONS

*This model is not for ground burial



MODELS  508, 5082 & 508S6
Model 508 - Ductile iron body with fusion bonded epoxy coating. Standard 
corrosion resistant phenolic “Sinking Ball”, with resilient seat, and two bolt 
access cover. 

Model 508S6 - All 316 Stainless steel body.  Standard corrosion resistant 
phenolic “Sinking Ball”, with resilient seat, and two bolt access cover. 

MODEL 508 MODEL 508S6

TEMP MAX: 1800F (800C) PRESSURE MAX: 150 PSI SIZES: 1” THRU 4”   

TEMP MAX: 1800F (800C) PRESSURE MAX: 150 PSI SIZES: 1 1/4”, 1 1/2”, 2”    

ITEM QTY.
DESCRIPTION MATERIAL ASTM#

508 508S6 508 508S6 508 508S6

1 1 Body  
(Epoxy Coated)

Body  
(Stainless Steel)

*Ductile 
Iron

Stainless 
Steel A48 316

2 1 Cover  
(Epoxy Coated)

Cover  
(Stainless Steel)

*Ductile 
Iron

Stainless 
Steel A48 316

3 1 **Ball Phenolic - - - - - -

4 1 Seat Seal Nitrile - - - - - -

5 1 Bonnet Seal Nitrile - - - - - -

6 2 Bolt Stainless Steel 304 316

7 4 Washer Stainless Steel 304 316

8 2 Hex Nut Stainless Steel 304 316

SIZE PART # “A“ “B” WIDTH WGT. (Lbs.)

1” 3232 4 1/2” 2 21/32” 3 15/16” 3.5

1 1/4” 3233 5 13/64” 3 7/64” 4 1/4” 4.5

1 1/2” 3234 5 45/64” 3 13/32” 4 51/64” 6

2” 3235 6 27/32” 4” 5 7/16” 8

2 1/2” 3236 7 7/8” 4 29/32” 6 1/4” 11.5

3” 2040 9 19/32” 5” 8 9/16” 30

4” 2045 10 9/16” 6” 10 19/32” 45

DIMENSIONS

*Cast Iron Body for 1” and 2 1/2” 508 Models
**Optional Floating Ball Available add “FB“ to Part Number

FOR REFERENCE USE ONLY, SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

MODEL 5082





FLOMATIC CORPORATION
15 Pruyn’s Island Drive,  
 Glens Falls, New York 12801  
Phone: (800) 833-2040
Fax: (800) 314-3155
WWW.FLOMATIC.COM

Warranty, LIMITED ONE YEAR WARRANTY: The Flomatic Corporation warrants that its Ball Check 
Valves in all sizes are free from defects in materials and workmanship. Flomatic will replace 
any valve covered by this warranty found to be defective within one year from time of sale. This 
warranty will be void if the product has been modified in any way by the purchaser, or is subject to 
unreasonable use. 

All rights reserved © 2020 Flomatic Corporation
Y408-508     6/2020 1M

Since 1933, Manufacturing  
The Most Complete Line of Valve Products for Water and Wastewater 

in The United States

FIND OUR COMPLETE VALVE OFFERING AT  

WWW.FLOMATIC.COM


